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Release No. 08-12 

Juneau Improvement Road Project

U.S. Department of the Army Details
Facilities



Acres of US Waters

Fill

To Be Filled


Volume 

Roadway Fill

44.4 Acres


1,173,514 cy

Roadway Slope Stabilization
17.5 Acres


0 cy

Channel Work

1.3 Acres


5,475 cy

Marine Roadway Fill

25.6 Acres


see below’

Marine Rock Disposal

14.8 Acres


430,000 cy

Ferry Terminal

3.8 Acres


75,600 cy

Ferry Breakwaters

2.7 Acres


51,000 cy


TOTAL
110.1 Acres


1,735,589 cy

The individual components of the work shall include, but are not limited to, the following activities:

Roadway Fill:  Approximately 61.9 acres (44.4 acres of roadway in freshwater wetlands plus 17.5 acres of side slope stabilization in wetlands) will have rock fill placed within the prepared site.

Channel Work:  The installation and extension of culverts will require the discharge of bedding material, riprap, and concrete into 1.3 acres of waters of the U.S. below the ordinary high water mark of streams.

Marine Roadway Fill:  The road will be placed, for part of its length along the shoreline, in approximately 25.6 acres of marine (tidal) waters along the east side of Lynn Canal, north of Comet Beach.  The road, which will be composed of shot rock fill, will be protected at its base with 6 feet of Class IV rock riprap extending up to elevation +24 feet above the 0.0 foot contour.  The marine roadway fill portion was included within the roadway fill volume.

Marine Rock Disposal:  Approximately 430,000 cy of rock shall be barged and disposed of at one of two designated open-water disposal sites in marine waters in the following locations:  (A & B) Section 25, Township 33 South, Range 61, Copper River Meridian; and (C & D) Section 30, Township 32 South, Range 61 East, Copper River Meridian.  The two disposal sites encompass a total of 14.8 acres.

Ferry Terminal:  The placement of approximately 75,600 cy of fill material for a marine terminal into 3.8 acres of marine waters of the U.S.

Ferry Breakwaters:  The placement of approximately 51,000 cy of fill material for two breakwaters into 2.7 acres of marine waters of the U.S.

Terminal Facility:  Dredge approximately 40,000 cy of marine sediment from a 4.4-acre area to the minus 25-foot contour for a mooring basin.  The dredged material would be used for the ferry terminal fill area and would be contained behind a six-foot thick layer of rock riprap.
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For additional information:  


Public Affairs Office, 


P. O. Box 6898, 


Anchorage, AK 99506-6898.  


Phone 907-753-2520








