US Army Corps
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Alaska District

E USACE Supplement 1 - Mine Site Baseline Photos

Aerial Photos: As stated in Section 7(A)(3) of the RGP to assist with permitting efficiencies,
it is strongly encouraged to provide:

* Recent (within the last five (5) years) aerial/drone photos of the mine site, sourced from Google Earth,
Bing Maps, or other aerial viewing software. Images must be clear, sharp, and reproducible. Draw the
current operation and the projected 5-year mine footprint on the photos.

Ground Site Photos and Information: Please provide the following; photos should be attached with the
supplement responses:

+ Latitude and Longitude in decimal degrees (DD) for the following:
o All four (4) corners of the proposed mine site (not the ADL). (e.g., 61.1849, -149.9990)

o Mine features, such as ponds, roads, trenches, etc.

 Photos from the four (4) corners of the proposed mine site, with the field of view pointing towards the
direction of proposed mine site. Drone imagery may be substituted for ground photos if drone imagery is
of sufficient quality.

» Photos of vegetation communities taken during the growing season throughout the mine site where
mining would occur.

» Photos of the soil layers under each vegetation community. A hole would need to be dug with a bucket or
shovel. Include an object, such as a shovel, for scale.

* Photos demonstrating hydrology.

o Stream photos where mining would occur, including upstream and downstream view of the
stream, the banks, and the floodplain.

¢ NOTE: If a jurisdictional determination is requested, the operator must provide all of the
information above.

Existing Site Conditions and History

« Has the site been previously mined? No Yes Unknown
* If so, when?
» Was the site reclaimed? No Yes Unknown
* If so, when?

No Yes Unknown

* Are there existing tailing piles on site?
* Are you only working in old tailing piles? No Yes Unknown
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USACE Supplement 2 - Site Avoidance and Minimization Plan: US Army Corps
(o} ng_lr:izers@

For activities involving discharges of dredged and/or fill material into waters of the United States (WOTUS),
the application must include a statement describing how impacts to WOTUS are to be avoided and
minimized (33 CFR 325.1 (d)(7)). For more examples of avoidance and minimization, please see Appendix
B: Best Management Practices (BMPs) During Mine Site Planning and Operation, of RGP-08. The following
measures may be implemented to avoid and minimize impacts to WOTUS:

Check all that apply to your operation:

Utilizing winter trails or traveling when the ground is frozen especially when moving heavy machinery.
Washing all machinery prior to transport to the site to control the spread of invasive species.
Utilizing proper wildlife timing for all mining related activities so that wildlife, such as migratory birds and

fish, are not harmed by mining activities.
o For migratory bird windows, please see the United States Fish and Wildlife Service Information
for Planning and Consultation (IPaC) tool (https://ipac.ecosphere.fws.gov/).

Borrow material should be taken from upland sources whenever feasible.

Creating conditions to maintain hydrology and avoid road washout, such as properly sized culverts or
properly designed low-water stream crossings.

Exploration would be conducted prior to the mining operation.

Placing mine features, such as camps, stockpiles, etc., in uplands adjacent to WOTUS.

Considering reclamation techniques prior to mining to inform where the operation should begin.

Conducting reclamation concurrently with active mining activities (rolling footprint or phased
reclamation).

Creating benches and/or terraces on steep slopes to minimize potential impacts from erosion into
adjacent WOTUS.

Designing the mine plan to capture and control sheet flow to minimize erosion and capture sediments.

Other:

Compensatory Mitigation: The application must also include either a statement describing how impacts to
WOTUS are to be compensated for or a statement explaining why compensatory mitigation should not be
required for the proposed impacts (33 CFR 325.1 (d)(7)).

Select one of the options below or provide a statement describing how impacts to WOTUS are to be
compensated for or a statement explaining why compensatory mitigation should not be required for the
proposed impacts.
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Option A — Permittee Responsible Mitigation (PRM) will be conducted. 3fSEAnLTr¥e§?sr§s
Provide a PRM plan, in accordance with 33 CFR 332.4(c).

Option B — Compensatory Mitigation will be addressed by purchasing credits from

an approved banking instrument (i.e., Mitigation Banks or In-Lieu Fee programs).
Option C — Compensatory Mitigation is not being proposed for this project because:

USACE Supplement 3 - Additional Stream Information

* Provide the coordinates in DD for the start and end of a stream diversion/relocation PRIOR to this
portion of the work starting (if not already completed in Box 26 of the APMA).

Start:

End:
* Provide photos of the area where the start and end of a stream diversion/relocation would be located
PRIOR to this portion of the work starting.

* Provide the existing stream conditions in feet (ft.), including the stream’s width, depth (average), and
total length of the portion of the stream to be moved (if not already completed in Box 26 of the
APMA).

Width (ft.):
Depth (ft., average):

Total Length (ft.):

» Document the proposed stream diversion/relocation final conditions, including the width, depth
(average), and total length of the portion of the moved stream (if not already completed in Box
26 of the APMA).

Width (ft.):
Depth (ft., average):

Total Length (ft.):




