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1.0      INTRODUCTION  

This plan has been prepared in anticipation of the gravel mining and processing 

efforts associated with the Alaska DOT&PF Project Number: STP-002(146)/61653 

Galena Campion Road Erosion Protection.  The scope of the project includes: relocating 

and closing a 1.85 mile segment of the existing Campion road by constructing 3.76 miles 

of new roadway. Culverts will be installed at Crow Creek, Narrow Lake, and an unnamed 

water.  MS 202-014-2 has been identified as the material source for this project. 

 

 

2.0      LOCATION OF PLANNED EXCAVATION  

   

    AKDOT&PF contract documents have identified an available material source located 

on a point bar of the Yukon River, southwest of the Galena airport. The material site is 

located within the active channel of the Yukon River. It is also located within  

 Township 9 South, Range 9 East, Kateel River Meridian, and Section 1 and the 

Southwest 1/4 of Section 6  on the USGS Quad Maps Nulato C-2 and encompasses 321.4 

acres . The material site is on land held by the State of Alaska. The site is deemed to be a 

suitable source for sand and gravel based on previous mining operations.   

 

 

4.0  AREA AND DEPTH OF EXCAVATION 

 

The bottom of excavation will correspond with the depth specified in Fish Habitat 

Permit FH13-III-0077.  The area shown in green will be targeted for extraction, as 

investigation shows it has the most desirable gradation and depth of material.  If 

insufficient material is located in this area, the rest of the material site will be utilized to 

construct the project. 

 

5.0     GENERAL MINING OPERATION 

The material will be extracted by pushing material with a dozer and stacking with 

an excavator. Material will be removed in shallow scrapes such that the overall slope 
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grades gently to the river and matches the existing terrain. Backslopes will be shaped at a 

5:1 or flatter.   Material will be loaded from windrow piles into haul units using 

excavators and loaders. Tractor trailer haul units will then haul the material to fill areas or 

to a stockpile. To minimize the amount of frost that must be ripped during mining 

operations, the footprint will be kept as small as possible. Materials will be screened 

outside the boundary of the mining area to make the required surface course.  

   

6.0  MATERIAL TYPES AND ESTIMATED QUANTITIES TO BE EXCAVATED 

 

 Sandy Gravel- Approximately 266,000 CY 

 

7.0  ACCESS 

 The proposed material site is only accessible during low water on the Yukon. 

During this time of year, there are two points of access to the site using local roads. Brice 

Inc. intends to maintain these roads in their original conditions. Brice will provide the 

necessary signage to provide and maintain a safe zone for all users of the road.    

 

8.0     DEWATERING PLAN, DRAINAGE, EROSION, AND POLLUTION CONTROLS  

Dewatering is not anticipated.  Should any dewatering be needed a dewatering 

permit shall be obtained from DNR and it shall conform to both the Storm Water 

Pollution Prevention Plan (SWPPP) and the Hazardous Material Control Plan (HMCP).  

All mining, equipment maintenance/fueling, and grading activities will be carried out in 

accordance with the project approved SWPPP and HMCP.   

 

9.0   RECLAMATION  

No areas disturbed by previous mining activities will be reclaimed by Brice. 

Areas disturbed by mining activities will be graded gently to drain.  If any depressions 

remain they will be connected, by channel,  to the downstream end of the Yukon.  
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